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Le but de ce tuto est d’aider certains OM non anglophone. Car KOPIR a fait de super vidéo
explicative pour la configuration de beaucoup de paramétres de I'ICOM IC-7300, mais elles sont en
anglais. Un grand merci a lui (KOPIR ) pour sa grande aide vidéo

Il s’agit de configurer 1 port Com pour le CAT System et 1 autre port pour transmettre I'AF, PTT,
Modulation en émission.

Alors oui, certains puristes vont dire que faire de la CW en réponse générée par PC lors de Contest,
c’est de la triche. Mais beaucoup de contesteur ou expédition le font, mais conserve la lecture au
son pour écouter le correspondant. Bref, une aide précieuse aux opérateurs CW.

Le mieux et le plus efficace étant la lecture au son (oreille) pour le décodage CW de signaux faible
lors de contest.

Mais je rappelle qu’avec NIMM il y a la possibilité d’utiliser FLDIGI pour le réception CW. Mais
surtout utile pour les contest RTTY.

Qui sait, si il y a de la demande, je ferai peut étre un essai et pourquoi pas un tutoriel d’installation,
config et interfacage avec N1IMM.

Pensez a ajouter de Ferrites sur ces 2 cables, car avec la HF, vous risquez de perdre la connexion
CAT et la connexion carte son ICOM, etc...

Pensez a mettre USB-D pour le rtty, psk sinon cela ne fonctionne pas.

29/10/19 : changement menu DATA MOD OFF en MIC, car sinon pas de micro en phonie usb. Capture tuto a jour.
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Installation Cables ClI-V & USB et drivers sur PC
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Pour cela il faut :

un cable USB un cable CI-V (environ 20€) Commandez

((ce)
RADIO

Il faut d’abord installer les drivers icom pour le cable USB et prolific pour le CI-V (pour ce faire,
utilisez les drivers fournis sur le CD cable CI-V et pour I'USB (driver IC7300 site icom).

Vous pourrez ainsi connecter les 2 cables par la suite et vous aurez 2 ports COM dans le panneau de
config.

e COM4 pour le CIV (Prolific usb to serial Comm port)
e COMS pour I'USB (Silicon Labs USB to UART Bridge)

Fichier Action Affichage ?

e @ Em®

iﬁa;t'es graphiques
> ¥ Cartes réseau
> 17 Cartes série multi-ports
b &= Claviers
-3 Contréleurs audio, vidéo et jeu
3 ' Contréleurs de bus USB
b . Contréleurs IDE ATA/ATAPI
> g Lecteurs de disque
g Lecteurs de DVD/CD-ROM
> I Moniteurs
> 48 Ordinateur
b 03 Périphériques d'interface utilisateur |
> -8 Périphériques systéme |
Y Ports (COM et LPT)
Y ELTIMA Virtual Serial Port (COM10)
Y ELTIMA Virtual Serial Port (COM11)
'? ELTIMA Virtual Serial Port (COM12)
JF ELTIMA Virtual Serial Port (COM9) |
Y% Port de communication (COM1)
T Port imprimante ECP (LPT1)
"? Prolific USB-to-Serial Comm Port (COM4)
Y% Silicon Labs CP210x USB to UART Bridge (COMS)
Processeurs
> B Souris et autres périphériques de pointage

S
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CONFIGURATION IC-7300

Allez dans : Menu > set> connectors

533 CONNECTORS
Tone Control/TBW ACC/USB Output Select

ACC/USB AF Output Level

Jrmm

3.\ Function

ACC/USB AF sQL
Connectors
ll

Display ACC/USB AF Beep/Speech... Output

CONNECTORS CONNECTORS
ACC/USB IF Output Level DATA MOD

—

ACCMOD Level External Keypad

USB MQOD Level Clv

DATA OFF MOD USB Serial Function

Puis dans Menu, set, connector, CIV.
Notez I’adresse CI-V (ici 94H)

Notez aussi la vitesse du port CI-V baud Rate ici 19200

Cl-v
Cl-V Baud Rate Cl-V Output (for ANT)

Cl-V Address Cl-V USB Port
Cl-V Transceive Cl-V USB Baud Rate

Cl-V USB—REMOTE Transceive Address Py Cl-V USB Echo Back

Menu set,connector , USB Send/keying

CONNECTORS USB SEND/KEYING
USB SEND

USB SEND/Keying USB Keying (CW)

USB Keying (RTTY)

Inhibit Timer at USB Connection

La esten et le PTT pour les modes USB est en RTS
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D’autres précisions sur parametres concernant I'émission a ajuster par la suite lors de test en

émission :

Réglage modulation et ALC rtty, etc (USB D), ici
a 37% sinon cela fait un « Pop » a chaque
passage en TX

CONNECTORS

ACC/USB IF Output Level

[——
ACC MOD Level

USB MQOD Level

DATA OFF MOD

Sélectionne le ou les connecteurs pour
I'entrée du signal de modulation quand le
mode «DATA» est activé. Donc n’active pas le
connecteur du micro en face.

CONNECTORS
DATA MOD

External Keypad

Cl-v

USB Serial Function

Sélectionne le ou les connecteurs pour
I'entrée du signal de modulation quand le
mode «DATA» n'est pas activé. Envoi du
signal provenant du PC méme en mode USB
normal

CONNECTORS
ACC/USB IF Output Level

—

ACC MOD Level

USB MOD Level

| DATA OFF MOD
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CONFIGURATION HRD pour connexion a IC-7300

Lancer HRD.
Cliquez sur « NEW »
Choisissez IC-7700 car sur ma version gratuite de HRD, le IC-7300 n’existe pas.

Choisissez le port COM du cable CI-V (vu dans le panneau de configuration du PC « Prolific usb to
serial Comm port »)

Choisissez la vitesse (Speed) que vous avez notée lors de la visite du menu Connector/Cl-V et
I’adresse CI-V Menu, set, connector, CIV , Cochez DTR et RTS

New Preset I Serial Ports I Help

Company: {ICUMi'] [ Status
Radio: [W"‘
COM Port (COM4 v
Speed: 19200 'J
CIiVAdd 714 R

Flow control / Interface power

cTs [VDTR WIRTS

[] Always connect to this radio when stating HRD Start [ Digital Master 780
| Start HRD in Full Screen mode [7] Logbook
| [ Rotator
Connect ["] Satelite Tracking

Puis cliquez sur CONNECT, I'lC-7300 est trouvé par HRD et affiche la fréquence présente sur le
tranceiver.

| EE e mcic Takees - B2TT - 3
Fo e e s Tnate Qanies Mo rmny lawm o Awde Wy -
p— . -
> L =] =4

o - i Ve
. 3 - -
W : w [F] 2 ¢ = s o |
Trwnal Snbe boawds ol Vvr | s urrm limed SWrlie A Sh | S | rdenr Iy ew - Jed . M wmy Fevww -l

Lan: B -
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Cliquez sur le bouton « program option » Cliquez sur PTT dans le menu de gauche. Cochez « Via
HRD —DM780 must be connected to HRD » et cliquez sur Configure « HRD connection »

Digital Master 780 - [CW]

* File Edit
e

w x| s

Callsign (My Info)
Clock

Logbook

Modes + 05

Radio
Q0
Soundcard
Sounds.

Audio Recorder...
PSK Reporter..

Soundcard Calibrati
Time Synchronisation..

View QSO Browser

2
© QSO SuperSweeper Radio Soundcard

Logbook  SSTV  SuperSweeper
«

WordMap Tools Window  Help
?

Radio Operatiens Certer

© Let ROC key the.

oM Port
To use a COM port for PTT:

When You swich to TX OTR end/or TS are set(raieed), when you retum to RX they are

Note: thi
exclusive use by OM780.

uxe
To use HRD the radio pane must be connected to HRD:

Note: If you use Ham Radio Deluxe for PTT and you
connector (ot the.

rear connector when using PTT via 8 software command, 2o
2000 will net!

* Select 7R, ATS or OTR and ATS.

* Inthe View menu select Radio
«In the Radio pane press Configure and read the

O via soundcand
PTT orrado VOX.

elect via Serial (COM) port
elect the COM port; this must not be in use by another program,

port cannct be used by anather program such as HRD - it must be available for

instructions!
Radio must be able to support the TX command in It's CAT control.

audio via & rear

u connect the
icrophone connecior) make eure your radko wll sccegt sudlo vis the

Appesrance PIT
Callsign (My Info)
Cloc

Logbook

Modes + IDs "

COM Port

Radio

a0
Soundcard
Sounds.
Storage
SuperSmeeper
Watedall

Alarms...
Favorites... cleared.
Macros..
Modes...
Navigatar.

Audio Recorder... iyodiiead

PSK Reporter...
Soundcard Calibation...
Time Synchronisation...

v

O v Sedal COM)pot

* Select via Serial (COM) port
+ Select the COM port; this must not be in use by anather program,
* Select OTR, RTS or OTR and RTS.

coM Port
To use 3 COM port for PTT:

When you switch to TX DTR and/or RTS are set (raised), when you return to RX they are

Note: this port cannot b used by sncthar program such o8 HRD - & must be avadsble for
exclusive use by DM:

Deluxe
To use HRD the radio pane must be connected to HRD:

* Inthe View menu select Radio
3 Inthe Radio pane prase Confgure end
ust be able

Note: If you use Ham Radio Deluxe for PTT and you

connector (not the microphone connector

rear connector when using PTT via 8 software command, some radios such a:
not!

Ham Rado Dekare: Rado Operstions Certer

oy | Ot ROCkey the
I Cerigure HRD comecion I Nona
a e O P famaniox

read the instructions!
to support the TX command in it's CAT control.

connect the audio via  rear
) make sure your accept sudio via the
s the TS-

Cliquez sur « Connect », si c’est la connexion entre HRD et DM780 est Ok, vous aurez tous les
boutons d’afficher (Photo de Droite). Sl ok, cochez « Automatically connect »

Configure Radio Pane: Not Connected X
HRD User Interface 7
. Connect to HRD User Interface e
Address: | localhost
Pt |7809 Ham Radio Deluxe:
ic sl 1 The connection uses TCP/IP - you must have
TCP/IP started.
2 Make sure Ham Radio Deluxe (HRD) is started
an to a radio (you must use build
1317 or later).
3 In HRD select IP Server from the Tools menu,
make sure the IP Server is started (DM780 will
connect to the IP Server).
Configure Radio Pane:
1 Address - the address or name of the computer —J
where the HRD User Interface is running,

localhost (or 127.0.0.1) can usually be used to
connect to the local computer, the actual
network address is shown in the IP Server
window.

Do NOT enter the address of the HRD
Remote Server, always use the HRD User
Interface address. Even if HRD is connected to
a remote radio, you always connect to the HRD
User Interface.

2 Port - the default port is 7809, use the same port
selected in the IP Server window.

3 Always connect to HRD - if checked an attempt is
made to connect to HRD when the program
starts even if not connected when the previous

[& PTT - Select Program Opions'fiom the ‘Tools' meru

&
[

IE3}

Connect to HRD User Interface

1 The connection uses TCP/IP - you must have

2 Make sure Ham Radio Deluxe (HRD) is started
and connected to a radio (you must use build

3 In HRD select IP Server from the Tools menu,
make sure the IP Server is started (DM780 will
connect to the IP Server).

1 Address - the address or name of the computer
where the HRD User Interface is running,

localhost (or 127.0.0.1) can usually be used to
connect to the local computer, the actual
network address is shown in the IP Server

Do NOT enter the address of the HRD
Remote Server, always use the HRD User
address. Even if HRD is connected to

HRD User Intertace
Address: | localhost
Pott: rm— Ham Radio Deluxe:
Automaticaly connect

TCP/IP started.
e — = R 1317 or later).
5.7 Filtet ¥ AGC
= ATT FreAmp

Configure Radio Pane:

T | | e
FEETS— | ) (= )
[ (= | P
| windon:
== J
== ]

User Interface.
=== ]
== J
= J
l'='= J

a remote radio, you always connect to the HRD

2 Port - the default port is 7809, use the same port
selected in the IP Server window.

3 Always connect to HRD - if checked an attempt is
made to connect to HRD when the program
starts even if not connected when the previous il

(& PTT - Select Program Optians' fiom the ‘Tooks' menu |

Cliquez sur « Modes + IDs » dans le menu de gauche. Cochez « Use PTT » et « Enable
Serial (Com)port keing». Complétez avec votre numéro de port Cable USB (Com5) et DTR

Appearance
Callsign (My Info)
Clock

| Alarms..
Favorites.
Macros...
Modes...
Novigator.

Autio Recorder

There are four CW veriants: o
CW does ot suppor of characten an
«  Standard CW where the radi is keyed via a senal or your keyposrd e tabe) § an
parallel port Lrapoted charscter 8 ertered
+ Hodsed cw Gl (W) whare the tanes are generated
Boss
+ Uking the WY commimar with Elecrah, Kenmood and Dlse0d
Flex-Radio radios (read the PTT information
),
+ Using the KIEL Winkeyer.
ith is keyed b el port (DTR * L
v 8 serisl port
andror R15) o+ 8 paraiel port (Dut i 2 15 & o Select B Comperssion: Oms 2]
17). N nnct be another e
application such as Ham Radio Deluxe, & must be for Wechg:: (PR3 Q)
exclusive use by DM780. Also wih standard CW the soundeard
stays in receive mode, o tones sre generated. To generate
CW tones use MCW. [ Enatie serl 1COM) poct ke

For sample keying circuits see
hito://www.0dfin.comirigom.htm

To ensure acaurate timing the background thread used for
serial and parsdel port keyer runs st a time critical prionty -
just ane

If checked the radio is switched between TX and RX using the
selection in the PTT page, if not checked then use VOX /
breakin,

Radio you must use VOX / ool --v

[DUse FTT  See siso PTT

n3fip.com/rigow him .

Topgeprs:  [FI0TR CIRTS

step below real-tme. L Enstie paralel pot keyeg

ing the KY Command with Kenwood and

when all characters have been sent 50 -
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Cliquez sur « Soundcard » dans le menu de gauche.

Sélectionnez « microphone (USB audio Codec) et Haut-parleurs (USB audio Codec). Il s’agit de la
carte son créé par I'IC 7300 et le cable USB

Program Options =

Appearance “Soundoard | ]
Callsign (MyInfo)

0 By Jnfo) ot (Recene) e
Clock Input (Receive) L)
Logbook Devics: | Microphane (USB Audio CODEC) v] Device: Select the soundcard used
Mot = for receiving signals, the line in is

& connected to the audio output from
PTT your radio.
fade s Select the input
ource: Select the input source -
030 Outpt (Tronsnt) usually Line in. This fader is shown
| I in the soundcard’s RX pane, use it
Sounds to adjust the input level. Not all
[ || soundcards have input sources - for
Storage example the SignaLink USB does
SuperSweeper not have any user-selectable input
Watedtall Output (Trense)
Output (Transmit)
Alarms... ©0B8 O258 OB O10d8 O158 O20d8 Device: Select the soundcard used
Fadores for transmitting signals, the speaker
e output is connected to the audio
acros... e input on your radio. This is normally
Modes... [E] Shon sl Bl e watin e the same as the input device.

Navigator... e E—T— Source: Select the output source -

usually Wave. This fader is shown in

Audio Recorder... the soundcard's TX pane, use it to
PSK Reporter. adjust the output level.
Soundcard Calibration.. For recording and playback of wave fis see: Recordng Output Attenuation
Ti hr . If your radio is very sensitive apply
L T4neHachioplr | output attenuation here, it makes
use of the faders much easier. 3

Show sample rate...
Shows the current effective sample
rate in the main status bar, thisis (.}

9 g

Une fois tout cela fait, quitté DM780, et HRD . Puis relancer les pour voir si les parametres ont bien
été sauvegardé.

Vous pourrez ainsi faire des tests d’émission, cw, rtty, psk, etc via DM780. Pensez au mode USB Data
pour les modes digitaux par contre la CW reste la CW. Attention a votre niveau de modulation et a
I’ALC pour I'USB-D
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Configuration N1IMM (soft contest CW & SSB) m

N1MM : https://n1mmwp.hamdocs.com/

Une fois installé, redémarrez votre PC puis lancer NIMM
@059,00 CW Manual - VFO A = x 3 Eonﬁgum Ports, Mode Control, Audio, Other... I

File

cw

160
80
0
20
15
10

L

Choissie

- Change Your Station Data...
Edit View Tools [Config] Window Help . nge :u; us:n at
ogger+ Audio Setup...

CQ-Frequency Snt Rev Exch JP] Use Logger+ Audio
Manage translations... i

Enter Sends Message (ESM mode) CtrlsM
® @ oRn OS2 3 Spot All S&P QSO's
[ V] QSVing Wipes the Call & Spots QSO in Bandmap (S&P)
[ rFeeva ][ reexen J[ P ][ Facvaxe FsHisCal ][ F6Repeat | ot Foeia Fioen ORhs A W ot el
[ Frwexz ][ reagn? || rowz ][ sssmscar |[ Fricawss || Frawipe | Do Not Automatically Switch to Run on CQ Frequency

Esc: Stop wipe ][ Logt Edt ark [ Store | spotr [ arz 7 Show Non-Workable Spots and Dupes in Bandmap

No Heading Reset RX Freq to TX when QS0 is Logged (Run & Split)

CQRepeat AR
Set CQ Repeat Time (ms) G000) CuleR
CW / PH AutoSend Threshold...

Enable Call History Lookup

Change CW/SS8/Digital Function Key Definitions »
Change Band Plan >
Manage Skins, Colors and Fonts..

Change Operator Callsign Stored in Log 0
Change Exchange Abbreviations »
SOR »
WAE »
Clear *.ni File Settings

163/38/33 35571 4]

z le port N°X de votre cable USB puis la modéle de radio (IC-7300)

Cochez CW/other puis cliquez sur « SET »

——— - ) Kt ComS ===

e
Wardware | Functon Keya | Dpteiisdes | Oer | wakey | Mode Conrt | Ariomaa | Scre Reporing | roaseastows | WEsTTOx S| || ‘Speed Party | Desois  SpBEs
S R o e e N ) | [F— | — r—
1920008 1 TRCHATSHPTT 01 | TR (on 4) RTS (on7) _[lcom Code (hex)] Radio Nr

‘None: v Mone - | ow R4 Liad v 94 |

::u : :: nnm | EREDsy (] [ "] Enable Both Hardware & Software PTT

Hore Nane. > : Il *° [”] PTT via Radio Command SSB Mode:

Hone. hene > | £= ("] PTT via Radio Command CW Mode

Hone Nane [y 5l ] . Il ¢ L Akow, [7] PTT via Radio g

ke Lz M s ‘ Two Radio Protocol  FootSwich (pin 6)

o I E

Ty Radio Polling Rate
‘Suggested Icom Settings:
9600 - 19200, N, 8, 1, Always Off, Always Off, icom Hex Code
DTR RTS should be Always On with a COM port powered interface.
Set the radio to the same speed or auto-baud.
Set the radio CLV Transceive option to OFF.
(conea) |

Co ] (o ] | S
Vous allez pouvoir configurer votre port N°X avec les différents parametres (vitesse, adresse CI-V,

RTS, DTR

Validez

Quittez

Speed : Valeur « CI-V Usb Baud rate » noté dans les menus IC-7300 : Set>connector>CI-V

DTR ( Pin4) : Choisissez CW. Menu IC7300 : set>connector>USB Send/keying

RTS (Pin 7) : Choisissez PTT. Menu IC-7300 : set>connector>USB Send/keying

Icom Code (Hex) : Valeur « CI-V Adress » Menu IC-7300 : set>connector>CIV

Vous pouvez aussi choisir les d’autres parametres : autorisé d’autre soft a utiliser PTT, PTT via
radio command SSB, Cw, Digital (a vous de voir, moi je n’ai rien coché)

par OK puis a nouveau OK sur la page « configurer »

N1IMM.


http://www.ra88.org
https://n1mmwp.hamdocs.com/

()

DA SS.ORC

Relancez-le, et voyez si la fréquence du Tranceiver s’affiche bien en haut a gauche

File Edit View Tools Config Window Help
CQ-Frequency Snt Rev Exch

©® @ oRn Oste 2 3

2 [“Fcva [ reexen || F3Tu ][ Fécvaxe | FshsCal ][ FoRepeat |
[ Frwee ][ rsagnr || Fomz ][ sosmscar | Frcawss [ Fizwipe |

4 Esc: Stop wipe J[ Loge J[ Eae uark | store [ spote [ arz

No Heading

I 163/38/33 35571

I8B8059,00 CW Manual - VFO A = =

Si c’est le cas, c’est que le CAT system est OK.

Maintenant recréer une base de données et un log pour un contest CW.... Une fois que cela est fait,
mettait un indicatif ici et cliquez sur « exchange » ou appuyez sur la touche F2, théoriquement I'lC
7300 devrait envoyer « I'indicatif suivi du report et/ou serial du contest » Sinon cliquez sur le bouton

1°" bouton ou appuyez sur la touche F1

@uss,oo CW Manual - VFO A = =

File Edit View Tools Config Window Help

snt Rev Exch

8
|| o
2 [“Fcva [ reexen || F3Tu ][ Fécvaxe | FshsCal ][ FoRepeat |
is [ Frwee ][ rsagnr || Fomz ][ sosmscar | Ficawss [ Fizwipe |

. Esc: Stop wipe J[ Loge J[ Eae uark | store [ spote [ arz

No Heading

©® @ oRn Oste 2 3
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Pour la configuration des bases de données, log, report, serial contest, je n’ai guére le temps de faire
un tuto pour l'instant. Mais en fonction des demandes et de mon temps dispo, pourquoi pas.

Bon amusement

73 de FACVQ Vincent

Et merci pour votre visite sur notre site radioamateur départemental

www.ra88.org

Tutoriel FR Config CW(TX)

2 @
\_,

HRD/DM780 & N1MM

par FaCvQ
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