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Download and install latest country file (wl_cty.dat) (Internet)
Download and install language pack (Internet)

Impo )
Add call to country

Tune to beacon for this band (20m - 10m)

ountry list from downloaded file

Update Call History with Current Log 255

Clear Call History then Update with Current Log
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Chinese.xml

E

rench.xml
S—

Italian v1.10.xml
Polish.xml
PortugueseBrazi...
Russian.xml
Slovenian.xml
Spanish.xml

FILE DATE DESCRIPTION &
2020-04-24 Chinese, V1.8 by BDSCEC

020 3 gmplete PALM
2020-04-18 French, Work in process, by F4CVQ

B-04-04 erman omD Dy Dran

m

2019-11-20 Italian. version 1.1@. Complete, from IZ40SH

2019-18-22 Polish, machine translation, from AB2ZY

2019-10-22 Portuguese-Brazil, complete, from PPSXA

2020-04-30 Russian by UA4ASE/6, RA3TT &amp; NA3M. Updated 29- |
2020-04-18 Slovenian, incomplete, from S57U

2020-04-18 Spanish. Complete. From EASWA. Dated 2019-11-09

N d G

Language pack installed. Go to the Configurer: > Configure Ports... > Other tab,
Language field to select the language you wish to use.
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Primary CW Speed Step SSB Tuning Tolerance (Hz) SSB Up/Down Arrow Incr (kHz)
2 300 0,10
Secondary CW Speed CW Tuning Tolerance (Hz) CW & Dig Up/own Arrow Incr Choisir French @
4 300 0,02
Repeat time in milisecs RTTY Tuning Tolerance PgUR/PGDN Incr (kHz)
3000 300 10,00
Default # Spots in SHDX/ CW Weight
30 S0
Clear automatically populated exchange on callsign change || Mute mic on supported radios
Per Operator Function Key Messages [¥] Check for new program versions
[ MorseRunner Mode CC Cabrilo to logs@supercheckpartial.com
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Spot Tous les QSO de S & P

QSY efface le QSO Call & Spots dans Bandmap (S & P)

Capturer la mise au point depuis d'autres applications lorsque la radio est syntonisée
Ne pas basculer automatiquement sur Actif (RUN) sur une fréquence CQ

dans B

Afficher les zones non etles p
Réinitialiser Fréq RX en TX lorsque le QSO est enregistré (Actif RUN Split)
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CQ Répéter Alt + R
Set CQ Repeat Time (ms) (3000) Ctrl+R
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